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EXPLOSION & INTRINSICALLY SAFE HEADLIGHT. HIGH,POWERED,ZOOM|HEADLIGHT
FEATURES: - _ ( FEATURES Tl ey
3 IRNSIGAULY SATE PR | = DT 3

- HIGH & LOW MODE FUNCTIONS
-lpe7 ‘
- BUILT-IN(GAS RELEASE VALVE

- CSA //ATEX / IECEX approvals

- AS/NZS60079.11

' S e
ISICALLY SAFE TORGH __1000 LUMENS HIGH POWERED Z0OM TORCH ===
RESH " R - —

- UP T0 1000 LUMENS
e - RUN TIME: UP TO 5 HOURS
- BUILT-IN HYDROGEN GAS RELEASE VALVE i
- ZOOM'LENS UP-T0 300 METERS

-'90% ANGLED HEAD (SUITABLE AS A FIRE FIGHTER'S TORCH)
- UNIQUE POCKET / BELT CLIP a2 - 3 x G ALKALINE BATTERIES AND POUCH INC

EX / IECEx approvals ‘ . - ltem No.: HHXML2

4 - HIGH POWERED ZOOM TORCH A
/. 4 a FEATURES:
EXPLOSION & INTRINSICALLY SAFE TORCH - UP 70300 LUMENS
l " FEATURES: - - RUN TIME: UP T0 20 HOURS
-~ - INTRINSICALLY SAFE FOR USE IN HAZARDOUS LOGATIONS - IP67
<:HIGH / LOW / FLASH MODE FUNCTIONS - HIGH MODE FUNCTION
- IP68 . - ZOOM LENS 50 T0 300 METRES
- CSA [ ATEX / IECEx approvals . = 3 XAAA ALKALINE BATTERIES AND POUCH ING
- AS/NZS 6007911 o [ | Iltem No.: HHXPEZ SILVER - HHXPE2 BLACK - HHXPE2 BLUE
Item No.: IST-CREE} ™ , A i
K b o i ! : 3 )
y o8
Ll 4 300 LUMEN WATERPROOF SPOTLIGHT
EXPLOSION & INTRINSICALLY SAFE TORCH FEATURES:
' | FEATURES: L - UP T0 300 LUMENS
- INTRINSICALLY SAFE FOR USE IN HAZARDOUS LOCATIONS gl - RUN TIME: HIGH UP.T0.4 HOURS / LOW UP T0 9 HOURS
- HIGH MODE FUNGTION P - - 1P67
- P68 = - MODES: HIGH / LOW / S0S

- BEAM DISTANCE: UP TO 350 METRES

- DESIGNED REFLECTOR FOR LONG RANGE LIGHTING s e :
4 - 3 X AA ALKALINE BATTERIES INC

- CSA / ATEX / IECEx approvals

- AS/NZS 60079.11 - SUITABLE FOR USE AS A FIRE WARDEN TORCH
Item No.: IST-1W Item No.: HHSPT-300B YELLOW
- —— Ve
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40 SMD LED Warning Beacon
Item No.: SLB-40SMD

Description:

Compact 40 LED (5730SMD)

Magnetic base / Suction cup and fixed mounting points
Rotating / Flashing modes selected by internal

DIP switches

2.8 metre curly cord with Cigarette/DIN multi-plug fitted
12-48 Voits DC Input

Road rated to 112 KMH

ECE R10

P65

Accessories: Amber Lens Item No: SLB40-AMBER

80 SMD LED Warning Beacon
Ttem No.: SLB-80SMD

Description:

Compact 80 LED (57305MD)

Magnetic base / Suction cup and fixed mounting points
Rotating / Flashing modes selected by internal

DIP switches

2.8 metre curly cord with Cigarette/DIN multi-plug fitted
12-48 Volts DC Input

Road rated to 112 KMH

ECE R10

P65

Accessories: Amber Lens Item No: SLB80-AMBER

30 SMD LED Warning Beacon
Item No.: SLB-30SMD

Description:

Compact 30 LED (5730 SMD) Amber Strobe / Beacon

Mode: 4 Flash

Fixed Mount Base - Complete with Mounting Hardware

Size(H)131mm and (99mm x 7imm) Mounting Base

Multi-voltage 12-110 VDC Input - 2 Wire System

Current Draw: 0.4 Amps @ 12VDC

ECE R10

P65

Warning Light Strobe / Beacon is ideal for fork-lift

and other smaller industrial applications

Accessories: Green Lens - Item No.: SLB30-GREEN
Red Lens - Item No.: SLB30-RED
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LED AMBER Warning Light
Item No.: SLB-210

Description:

Compact Slim line LED AMBER Warning Light

Multi-Function 10 Flashing Patterns - Selectable by mode switch
3.8 Metre Curly cord with cigarette light plug with built-in Mode Switch
Polycarbonate Clear Lens - ABS Base

Magnetic Base

Size: 297mm x 175mm x 53mm

210 lumens - 20 x 3w High Powered LED’s

Input: 9-30 VDC

CE, ECE R10, ECE R65

165

LED AMBER Warning Light
Item No.: SLB-210 SBM

Description:

Compact Slim line LED AMBER Warning Light

Multi-Function 10 Flashing Patterns - Selectable by mode switch
1.5 Metre wiring lead + On/Off & Mode Switch hardware included
Polycarbonate Clear Lens - ABS Base

Magnetic Base + Single Bolt Mount hardware fitted

Size: 297mm x 175mm x 53mm

210 lumens - 20 x 3w High Powered LED's

Input; 9-30 VDC

CE, ECE R10, ECE R65

1P65

Air Horn

Item No.: AIRHORN

Description:

Air horn with accessory pack

Air horn Push plunger to operate
(NO MORE GAS)

Min Order 5 pcs

115dB

Battery Operated 24 LED Warning Beacon

Description:

1P67

Item No.: SLB-BAT

Portable Amber Strobe / Beacon

Flash Rate: 60 Triple flashes per Min

Built-In Optical Sensor on/off switch for automatic day/night operation
Run Time: Up to 100 Hrs

Magnetic Base & Carry Strap

Impact Resistance Strong and Durable ABS Base / Polycarbonate Lens
Operates on 2 x D Alkaline Batteries (Not Included)
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SC10A

*(SOLD SEPARATELY)"
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' Contraller  Battery Not Inc

Solas Panel
il Charging Schemalis

10 Watt Solar Panel
10Amp Controller
Item No.: SLR10W

Description:

Semi Flexible 10 Watt / 0.56 Amp ETFE Solar Panel designed
to have high carrosion resistance and strength with a wide
working temperature range (-185° to +150) comes complete
with 5Metres cable and waterproof connectors, with a net
weight of 580 grams

Unigue anti-adhesion surface making it a highly stain resistant
and easy to clean

Size; 360mm x 250mm x 2.5mm Waterproof IP65 material.
ETFE (Ethylene Tetra Fluoro Ethylene) is a Fluorine based
plastic resin which are resistant to ultraviolet light, its
membrane life expectancy is at least 25 years,

The material does not block UV light to ensure natural light
enters the panel and increases the transferring efficiency
together with high energy radiation resistance properties,

Item No.: SC10A

= Intelligent 12V DC / 10Amp multi-purpose solar charge and
discharge controller

LCD graphic symbol display

Automatic identification system voltage level

Intelligent PWM charge mode

Automatic temperature compensation

Adjustable charge-discharge control parameters

Reverse polarity protection & Overload short circuit protection
Complete Kit Available - SLRIOWKIT

120 Pcs Waterproof Adhesive Contents:

Item No.: HSKIT

* Shrink Ratio 3:1

lined Heat Shrink Tube Kit el Rlaek onlon  10pes

black color, 8pcs
12.7x75mm, black color, 6pcs
12.7x45mm, red color, 6pcs
9.5x45mm,  red color, 8pcs

Description: 7.9x45mm, red color,  10pcs

» Waterproof tube shrinks to fit over 6.4x45mm,  black color, 6pcs
cables and wiring harnessing 6.4x45mm, red color, 6pcs

» Ideal for marine, automotive and 4.8x45mm,  black color, 10pcs
any wiring applications 4.8x45mm, red color, 10pcs

3.2x45mm,  black color, 20pcs
3.2x45mm, red color 20pcs

Watercraft Anchor Bag

Item No.: WAB

Description:

Heavy duty double stitched anchor bag

(42cm x 18cm)

Simple to use system just add sand or gravel
to anchor bag up to 20kg capacity

Unique scratch free system with anchor strap
length 4.5 Meters

Easy( to locate reflective floating quick lock
hook system

Unigue anchor bag draining system with quick
release of gravel / sand

Suitable for most Canoe’s, Jet Ski's, Kayak’s
and any other small water crafts

Relfectilimage
thelsmarter{choice

Water Proof Bags
Item No.: WB-10L yellow

Description:

Keep your possessions dry

10 Litre water proof bag

Made from heavy duty tarpaulin

Roll and lock feature provides watertight closure
Adjustable shoulder strap included

Min Order 5 pcs

Water Proof Bags
Item No.: WB-20L blue

Description:

Keep your possessions dry

20 Litre water proof bag

Made from heavy duty tarpaulin

Roll and lock feature provides watertight closure
Adjustable shoulder strap included

Min Order 5 pcs

Water Proof Bags
Item No.: WB-30L black

Description:

Keep your possessions dry

30 Litre water proof bag

Made from heavy duty tarpaulin

Roll and lock feature provides watertight closure
Adjustable shoulder strap included

Min Order 5 pcs




9 LED UV Torch

Item No.: HHUV

Description:

9 LED UV squid rejuvinator

Keeps your squid jigs glowing

Uses 3 x AAA alkaline batteries (included)
Min order 1 x Counter Display ( 12 Pcs )

Bait Knife

Item No.: BK4

Description:

Stainless Steel - 4" Blade

Fish Scaler

Line Cutter

Protective lock in sleeve

3 Colours Red, Green & Blue (Mixed)
Min Order 28 Pcs (1 Tub)

Dual Colour MARINE
Underwater Light
Item No.: ULBW

Description:

Surface Mount Dual LED Underwater Light
Blue OR White LED - Selectable

Lumens Output: Up to 720Im

Six High Performance Epistar LED's

Low Current Draw 600mA

Voltage Input: 12VDC

Stainless Steel Mounting Hardware Inc

LED Fishing Light
Item No.: LFL

Description:

Submersible Green Underwater Light

1300 Lumens of Ultra-Bright Light

Input: 12 VDC

Perfect Night Time Fishing Accessory
Durable Transparent Polycarbonate Housing
Submersible up to 5 Meters / 360° view
Built-in Metal Sinker / Hanging Hook

Heavy Duty 6 Metre Cable with In-line
ON/OFF Switch Protection Fuse

HEH
HEH

End Cap Rubber

Sleeve

Item No.: EC-ARH4

Description:
End Cap to suit Perfect Image
Rod Hoelder ARH4

el
1T
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Deluxe Rod Holder

Item No.: ARHL4

Description:

Aluminium red holder, holds 4 rods
Fitted with end caps to protect rod and reel
Slots for a fillet knife, jigs and pliers
Welded, all aluminum construction
Available colours, Chrome, Blue, Silver
Dimensions: (W)450mm x (H)280mm
ARHL4-Blue

ARHL4-Silver

ARHL4-Chrome

End Cap Rubber

Sleeve

Item No.: EC-ARHL4

Description:
End Cap to suit Perfect Image
Rod Holder ARHL4

Rod Holder

Item No.: ARH4

Description:

Bull Bar Rod Holder, holds 4 rods

Simple U bolt mounting option included
Welded, all aluminium construction

Fitted with end caps to protect your rods and reels
Colours available Chrome, Blue, Silver
Dimensions: (W)420mm x (H)160mm
ARH4-Blue

ARH4-Silver

ARH4-Chrome

———mmy . 37 Em—



RoTeINIOgRNg ~Aendar e 1
Double Braid Nylon - Soft Eye at one end

Output: Up to 200 Lumens High / Low 100 Lumens
Light Modes: High / Low
Run Times: Up to 3 Hrs High / Low 5 Hrs
» Intrinsically Safe for use in hazardous locations.
» Durable Impact resistant housing
Adjustable Non-Slip head strap
» 909 Tilt mechanism for beam direction
* Sealed Battery Compartment -
» Built-In Gas Release Valve
3 x AAA Batteries (not included) recommended
battery types:
Energizer E92 or Duracell MN2400
* Waterproof IP67 - 1M
Approvals CSA/ATEX/IECEx -AS/NZS 60079.11

Intrinsically Safe Fire Fighting Torch - FFT

» Ultra Bright CREE XP-G LED
Output: Up to 250 Lumens High / Low 180 Lumens
Light Modes: High / Low
Run Times: Up to 6.5 Hrs High / Low 13 Hrs
Beam Distance: Up to 250M High / Low 180M
4 x AA Alkaline Batteries (not included),
recommended battery types: Energizer ES1
or Duracell MN1500

= Intrinsically Safe for use in hazardous
Mining locations.

» 909 Angle Head suitable as a Fire Fighters Torch

Fender Line Twin Pack

Fender line 8mmx2.5m
Breaking Strain 750Kg
FL-8MM/2.5M

Dock / Mooring Line

Dock/Mooring Line 8mmx6m Dock/Mooring Line 8mmx10m » Unique Pocket / Belt Clip - Built-In Hydrogen
Breaking strain 750Kg Breaking strain 750Kg Gas Release Valve
DL-8MM/6M DL-8MM/10M o Waterproof IP54
Approvals CSA/ATEX/IECEx -AS/NZS 60079.11
Dock/Mooring Line 10mmx6ém Dock/Mooring Line 10mmx10m
Breaking strain 1500Kg Breaking strain 1500Kg Intrinsically Safe Torches
DL-10MM/6M DL-10MM/10M » Tough durable housing, High-impact lenses
for use in hazaardous areas.
IST-CREE » Non-slip handles, Hi-Vis colour bodies.
. P * 4 x AA Alkaline Batteries (not included),
recommended battery types: Energizer E91
y or Duracell MN1500,
Dock/Moaring Line 12mmx10m Dock/Mooring Line 16mmx10m bl ® IST-CREE: CREE XP-G LED
Breaking strain 1900Kg Breaking strain 3700Kg ~ e T e PRy e w062 Lsvenc:
DL-12MM/10M DL-16MM/10M . Light Modes: High / Low / Flashing

Run Time: Up to 6 Hrs High / Low 13 Hrs
Beam Distance: Up to 117M High / Low 83M
* Waterproof IP68 3M
Approvals UL/ATEX/IECEx/MSHA -AS/NZS 60079.11

o IST-1W: Osram 1 Watt LED, Output up to 80 Lumens,
Run Time! Up to 14hrs 55mins
Beam Distance: 122M
Aluminlum heat sink to enhance LED efficiency
s Waterproof IP67 1M
UL/ATEX/IECEx Approvals -AS/NZS 60079.11

Dock/Mooring Line 16mmx15m IST-1W

Breaking strain 3700Kg
DL-16MM/15M

— | 30 ImE—— el 75 ——



